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CONSTRUCTION DETAILS ¢ 4. ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
INSTALL 27/ STEEL POLE WITH 50 AND 70’ MAST ARMS,
(A) SIGNS, AND SIGNAL HEADS AS SHOWN. (NOTE: 1-3", 2-2" PVC 20N
SCHEDULE 80 CONDUIT BENDS, 1-1" RISER FOR TELEPHONE DROP, (T 17
AND 4-1-3/4" X 96" ANCHOR BOLTS) NGO l
INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH ALL Y ~
NECESSARY EQUIPMENT. (NOTE: 2-4” AND 2-2" PVC SCHEDULE
80 CONDUIT BENDS). f
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(C) INSTALL 6’ X 30’ QUADRUPOLE LOOP DETECTOR (3-6-3 TURNS). “
INSTALL MICROLOOP PROBE SET WITH 500’ LEAD-IN.
(E) INSTALL TRAFFIC SIGNAL HANDHOLE.
(F) INSTALL 1" L1QUID TIGHT FLEXIBLE NON-METALLIC CONDUIT
N~ SLEEVE FOR LOOP DETECTOR LEAD-IN. PRIMARY
, SECONDARY -
(G) INSTALL 2" PVC SCHEDULE 80 CONDUIT - TRENCHED. CABLE TV 19— 0"
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(M) INSTALL 24 INCH PERMANENT PREFORMED PAVEMENT MARKING TAPE. - 2
(N) PROPOSED OVERHEAD POWER SERVICE. 2
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